
 
 
 
 
 

 

Thes
 

 

12
.0

 +
/-

 0
.2

5
1.

9 
+

/-
 0

.1
3

 

 

 

 

 

 

Mo

I11

I11

I11

I11

I11

I11

I11

I11

I11

I11

I11

I11

I11

I11

I11

I11

I11

Me

S
S

se data are for

12.0 +/- 0.25

 XXX

TOP VIEW

5.0 +/-

BOTTOM VIEW

odels: 

Part Numb

72.132 I1

72.202 I1

72.272 I1

72.372 I1

72.472 I1

72.602 I1

72.762 I1

72.103 I1

72.123 I1

72.153 I1

72.183 I1

72.223 I1

72.273 I1

72.333 I1

72.393 I1

72.473 I1

72.683 I1

echanic
I1172   

SMD P
hielded D

r models selec

SIDE 

- 0.13

SCHEM

ber 
I

1173.132 1

1173.202 2

1173.272 2

1173.372 3

1173.472 4

1173.602 6

1173.762 7

1173.103 

1173.123 

1173.153 

1173.183 

1173.223 

1173.273 

1173.333 

1173.393 

1173.473 

1173.683 

cal Deta
       

ower I
Drum Co

ction. For deta

5.0

8.0  MAX

VIEW

MATIC SUGGES

Inductance 

@ 0 ADC 

(uH) 

I

(

1.3 ±30% 

2.0 ±30% 

2.7 ±30% 

3.7 ±30% 

4.7 ±30% 

6.0 ±30% 

7.6 ±30% 

10 ±20% 

12 ±20% 

15 ±20% 

18 ±20% 

22 ±20% 

27 ±20% 

33 ±20% 

39 ±20% 

47 ±20% 

68 ±20% 

ails: 
        

 

 

Induct
ore – I117

ail specificatio

12.0

8.0

1.
0

STED PAD LAYOUT

Inductance

@Irated 

(uH) MIN 

I

(

0.8 

1.3 

1.8 

2.4 

3.1 

3.9 

4.9 

7.5 

9 

11.3 

13.5 

16.5 

20.3 

24.8 

29.3 

35.3 

51 

        

tors –
72 & I117

ons and custom

 

12
0

+
/-

0
25

1
9

/
0

13

Irated 

(ADC) 

DCR

TYP

14 2.3

10 4.5

9 5.8

8.3 6.8

7.9 7.6

6 13

5.7 14.3

5.2 17.3

4.5 23.3

4.1 28.3

4 29.4

3.8 33.2

3.4 36.2

3 49.3

2.7 65.2

2.6 71.4

2.1 108

       

 
73 Series








IN

mized requirem

12.0 +/- 0.25

12
.0

 +
/-

 0
.2

5

 XXX

TOP VIEW

3.

1.
9 

+
/-

 0
.1

3

BOTTOM VIE

R(mΩ) 

P MAX 

3 

6 

7.3 

8.5 

9.5 

16.5 

3 18.5 

3 21.8 

3 29 

3 35.4 

4 37 

2 42 

2 45.9 

3 64.8 

2 81.5 

4 89 

 135 

 I1173  

s

 Induct
 Size: 1
 Rating
 Opera
 RoHS
 Can b

reques

NTER OUTS

ment, please c

S

.0 +/- 0.13

EW SC

Saturation 

Current 

-25%(A) 

15 

13 

11 

9.2 

8.2 

6.9 

6.2 

5.5 

5.1 

4.4 

4.3 

3.8 

3.4 

3 

2.8 

2.6 

2.1 

 

tance Rang
12.2mm x 
g Current: 
ating tempe

compliant
e customiz
st 

STANDING E

contact IOE 

8.0  MAX

SIDE VIEW

CHEMATIC

Heating 

Current 

+40℃(A) 

14 

10 

9 

8.3 

7.9 

6 

5.7 

5.2 

4.5 

4.1 

4 

3.8 

3.6 

3.1 

2.7 

2.6 

2.1 

ge: 0.8 to 5
12.2mm M
Up to 14A 
erature: -25
t 
zed under 

ELECTRON

SUGGESTED PAD LAY

12.0

8.0

3.0

Core Loss 

Factor 

(K2) 

S

(M

90 ＞

110 ＞

130 ＞

150 

170 

200 

220 

250 

280 

300 

340 

370 

410 

460 

490 

550 

670 

51 μH 
Max.  

5℃ to +12

customer’s

NICS 

YOUT

SRF 

MHz)

＞40

＞40

＞40

37 

33 

30 

25 

20 

18 

15 

13 

12 

11 

10 

8 

7 

6 

25℃  

s 


